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  LOADWISE INTERNATIONAL LIMITED    

330 SERIES 
 
      OVERHOIST - ‘ANTI-2-BLOCK’ EQUIPMENT  

       
 Robust construction for reliability 
 Fully weatherproof 
 Fail safe operation 
 5 & 10kg bob-weight options 
 ATEX version available 
 Warning & Motion limit functions 
 Meets all known standards including  
   BS EN 12077-2:1999 & BS 7121-3:2000 

 Simple to install 
 Low cost 

 

  
  RELIABILITY 

 VERSATILITY 
  SIMPLICITY 

LEADERS IN INSTRUMENTATION AND ANCILLARY EQUIPMENT 
FOR THE LIFTING INDUSTRY 



LOADWISE INTERNATIONAL LIMITED 
50 Woolmer Way 
Bordon 
Hampshire 
GU35 9QF   
United Kingdom   

 Tel: +44 (0)1420 476500 
 Fax: +44 (0)1420 479090                
 sales@loadwise.co.uk 
 www.hawkleygroup.com   

Loadwise International has a policy of continuous  
product improvement and reserves the right to amend  
specifications without prior notice 

 
KEY FEATURES:  
  
 SIMPLE TO INSTALL 
 ROBUST CONSTRUCTION FOR RELIABILITY 
 WEATHERPROOF 
 CONTACTS ARE BROKEN MECHANICALLY 
 UNIT PIVOTS FROM THE BOOM HEAD 
 & ALWAYS FOLLOWS THE ANGLE OF THE HOIST ROPE  
 EASY TO MOVE SWITCH TO MAIN OR FLY POSITIONS 
 5 OR 10KG WEIGHTS TO SUIT YOUR APPLICATION 
 (CHANDELIER ATTACHMENTS ON APPLICATION) 
 SPLIT WEIGHT FOR SIMPLE REEVING CHANGES 
 LOW COST 
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LEADERS IN INSTRUMENTATION AND ANCILLARY EQUIPMENT 
FOR THE LIFTING INDUSTRY 

 
 A simple low cost solution to your  
 over-hoist (anti-2-block) requirements 
 Systems to suit all crane types including 

 
 

 TELESCOPIC 
 LATTICE  
 LOADER (KNUCKLE 

BOOM)  
 CONTAINER HANDLING 
 PORT  
 SHIP-BOARD 
 OFFSHORE  
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